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Knorr Bremse Caliper now available 
as complete assembly including carrier and brake pads

Spare Parts  
Update issue 1/2017

Values

	 Complete caliper assembly including  
carrier and brake pads 

	 All parts preassembled 

	 All required parts to replace one side

	 Caliper Sliders are pre torqued

	 Greases applied internally where necessary

	 Ready to install

	 Saving installation time

>

Caliper Mounting Types

AXIALLY
Brake type SB 3745 
Caliper bolts are bolted in 
line with the axle beam.

TANGENTIALLY
Brake type SB 3745T / 4309T 
Caliper bolts are bolted at  
an angle to the axle beam.

AXIALLY MOUNTED
To suit SB 3745 Disc Brake (377 mm Rotor)

TANGENTIALLY MOUNTED
To suit SB 3745T Disc Brake (377 mm Rotor)

05.362.70.36.5 RIGHT HAND

05.362.70.37.5 LEFT HAND

05.362.70.60.5 RIGHT HAND

05.362.70.61.5 LEFT HAND

To suit SB 4309T Disc Brake (430 mm Rotor)

05.362.70.62.5 RIGHT HAND

05.362.70.63.5 LEFT HAND
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Spare Parts Update

Please note: 

For underslung suspensions the right hand caliper is used on the left hand side of the axle 
and the left hand caliper is used on the right hand side of the axle. When identifying right or 
left handed calipers you must know whether the suspension is underslung or overslung.

Underslung = suspension springs under axle        

Overslung = suspension springs over axle

Left and Right Handed Calipers

Left handed caliper 
Adjuster screw is adjacent 
to the fixed guide pin.

Right handed caliper 
Adjuster screw is on the  
opposite side of the caliper 
from the fixed guide pin.

>
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Spare Parts Update

1300 651 652
info@bpwtranspec.com.au
bpwtranspec.com.au

Victoria (Head office)
1-11 Cherry Lane,  
Laverton North Vic 3026

Phone (03) 9267 2444  
Fax (03) 9369 4826

New South Wales
10 Squill Place,  
Arndell Park NSW 2148

Phone (02) 8811 7000   
Fax (02) 8811 7050

Queensland
10 Bernoulli Street,  
Darra Qld 4076

Phone (07) 3217 0877   
Fax (07) 3217 0230

Western Australia
1021 Abernethy Road, High 
Wycombe WA 6057

Phone (08) 9454 4000   
Fax (08) 9454 4111 

Please contact your nearest BPW Transpec branch for price and availability.

  * 10 screws for non-steer axle, 4 screws for steer axle

** Caliper spacer item number 310A used on  
    10 stud 335 PCD and 8 stud 275 PCD models for ECO ONLY.

CALIPER CARRIER ATTACHING PARTS SB 3745

AXIALLY MOUNTED CALIPER

Item Description Part no.
Qty per 

axle

315

Bolt (Torque 280-330Nm) 02.5029.87.20 10/4*

Bolt (Torque 280-330Nm) to suit caliper spacer 02.5029.85.21 10

Bolt steer axle (Torque 280-330Nm)
02.5029.88.21 4

02.5051.10.21 2

318 Washer 02.5401.16.08 10

Caliper spacer ** 0316434020TS 4

CALIPER CARRIER ATTACHING PARTS SB 3745T & SB 4309T

TANGENTIALLY MOUNTED CALIPER

Item Description
SB 3745T & SB 3409T Qty per 

axlePart no.

315 Bolt (Torque 280-330Nm) 03.340.12.26.0 8

318 Washer 02.5401.16.08 8

Please note: Only by using genuine spare parts, you will retain the SARN-certification 
(sub-assembly registration number).

Bolts cannot be reused as per Operator’s Manual.


